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Metal Formers by Trade, Problem Solvers by Design



	 Progressive Stampings: 	 Progressive Stampings: 
		  Material Thickness Range: 		  Material Thickness Range: 
			   0.5mm to 8.0mm			   0.5mm to 8.0mm
		  Tonnage:  45-330		  Tonnage:  45-330

	 Slide Forming: 	 Slide Forming: 
		  Diameter Range of Wire:		  Diameter Range of Wire:
			   0.69mm to 6.35mm			   0.69mm to 6.35mm
		  Material Thickness Range:		  Material Thickness Range:
			   0.25mm to 3.18mm			   0.25mm to 3.18mm

	 Wire Forming: 	 Wire Forming: 
		  Diameter Range of Wire:		  Diameter Range of Wire:
			   0.8mm to 8.0mm 			   0.8mm to 8.0mm 
		  In-line Oven for Stress Relieving		  In-line Oven for Stress Relieving

	 Weldments and assembly: 	 Weldments and assembly: 
		  Resistance Projection Welding		  Resistance Projection Welding
		  Spot Welding		  Spot Welding
		  Mig Welding		  Mig Welding

	 Tool & Die: 	 Tool & Die: 
		  Designed, built, & maintained in house		  Designed, built, & maintained in house

	 Software:	 Software:
		  ERP-PLEX		  ERP-PLEX
		  Cimatron		  Cimatron
		  AutoCad		  AutoCad
		  Fikus		  Fikus
		  Catia		  Catia
		  Unigraphics NX		  Unigraphics NX
                	 Autodesk / Nastran (with FEA)                	 Autodesk / Nastran (with FEA)

Let Us Help You With:


